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THE SOURCE EVALUATIONS IN THIS REPORT ARE DEFINITIVE.
THE APPRAISAL OF CONTENT IS TENTATIVE,
(FOR KEY SEE REVERSE)

1. The international rail line through Bulgaria eaches from Dimitrovgread (Tugo= 25X1
slavia) through Dragoman, Slivnitaa, Sofis, Ikhtiman, Septemwni, Pasardzhik,
Krichim, Dimitrovgred, and Maritsa to Svilengred on the Turkish border. Its
length in Bulgaria is 390 kilometers, & travel period of approximately
16 hours. The line is standard gange (143 on.;, single track, and uses stesm
locomotives. It has 1l bridges and no tunnels,

2. In 1949-1950, work was carried out on the repairing of the superstructure, with
the veplacing of rails. ’

Bridges
3+ The bridge over the Vriilnitsa River located 7,500 maters from Kostinbrod (K 42-19,
E 23-14); in the direction of Sofla, has the following characteristics:

&+ Type of bridge: Reinforced concrete, girder type, single span of 12 maters.
b. Abutments: Stone masonry.

¢. Length: 15 meters.

d. Width: 7 meters.

6. Height above river bed: L.5 meters.

f. Footpaths: 2 side paths each 80 an. wide, paved with motal plates.

8. Side walls: Masonry,

h. Capacity: 2,700 Xilograms per square meter,
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i. Current: vVery slow.

J. High water mark: 1.5 meters.

ke Low water mark: LO-50 centimeters.
1. Slope of banks: 500,

L. The bridge over the Letnitsa River located 1,500 meters from Dimitrov,
8lavia), in.the direction of Dragoman (N L2-55, E 22-56), hag the following

characteristics:

a. Type of bridgs: Hatal,girder type, single span 12 meters long, crosses

obliquely under a road bridge.
b. Abutments: Stone masonry.
¢. Lengths 13-15 meters.
d. Width: - 7 meters.
©. Helght above river bed: L.5 meters.,

f. Footpaths: 2 side paths each 80 cm. wide, paved with metal plates.

g+ Side walls: Metal, withingilings.

h. Capacity: 2,700 kllograms per square meter.

1. Supports: Equelizmisg bed type. |
Jo Current: Slow.

ke High water mark: 2 neters.

1. Low water mark: 30-L4O centimeters.

me 8lope of bankss Left bank 70°, right bank LO°,

5. The bridge over the Isiir River loocated 40O meters from Gara Iskiir (N L2
E 23-2L), in the dirsotion of Vakarel (¥ L2-33, E 23-42), has the foll

characteristics;
a. Type of bridge: Metal girder type, 10 spans of 20 meters each,
b. Abutments and piles: Stone nasonry,

¢. Girders: The bridge has roctilinear girders connected with hinges; with;
multiple trestles, and trellis Poof. The girders are six meters high.,

de Length: 230+250 moters.

e+ Width: 8 meters,

f. Height sbove river bed: 7-8 meters.

g+ Footpaths: 2 side paths each 1.5 meters wide, paved in wood,
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h. Capacity: 2,500 kilograms per square meter.
i. St_zppq;'@ss zquail,uingcbed type.

J. Current: Siow.

k. High water mark: 2.5 meters.

1. Low water mark: kO centimeters.

m. Slope of banks: 35-L0°,

isticss .

a. Type of bridge: Metal, girder type, four spans of 20 meters each.
b. Abutments and piles: Stone masonry.

cs Iength; 100-110 meters.

d. Width: 8 meters.

e. Height above river bed: 15 meters.

f. Footpaths: 2 side paths each 1.5 meters wids, paved in wood.
€. Side walls: Metal, with rallings.

bh. Capacity; 2,500 kilograms per square meber,

i. Supports: Equalizing bed type.

J+ Currents Very slow,.

k. E:Lgh water mark: 2-2.5 meters.

1. I..ow water mark: 30 centimeters.

m., Slope of banks: 60°. '

railroad station has the following characteristios:

a. Type of bridge: Metal, girder tjpé, two spans of 20 meters each.
b. Abutments and piles: S tone masonry.

c. Lengthi 50 meters. .

d. Width: 8 meters.

e. Helght above river bed: 10-11 meters.

£. Side pathe: 2 side peths each 1.5 meters wide, paved in wood,
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6. The bridge over the Dolna Banya River located three kilometers northeast of
the Kostenets railroad station (N 42-19, E 23-51) has the following character-

7. The tridge over the Maritsa River located 300 meters nortiwest of the Kostenets
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g+ Side walls: Metal, with railings.

h. Capacity: 2,500 kilograms per square meter.
i. Bupporta: Equalizing bed type.

Je Current: Very swit®,. |

k. High water mark: 2 meters.

l. Low water mark: 30 oentimeters.

m. Slope of bankas; 70°.

8. The bridge over the Sestrima River located 200 meters northiest of the
Sestrimo railroad station (N L2-15, B 23-55) has the following characteristics:

a. Type of bridge: Metal, girder type, two spans of 20 meters each.
b. Abutments and piles; Stone mascnry.

¢. Length: 50 meters.

d. Width; 8 meters.

e. Height above river bed: 12 moters.

f. Bodt ptthsa:. 2 side paths each 1.5 meters wide, paved in wood.
g. BSide wallss Metal, with rlilinca;

h. Capacity; 2,500 kilograns per square meter,

i. Bupports; Equalising bed type.

Jo Owrrent: Bwift.

ke Eigh water mark: 2 meters.

1. Low water mark; 50 omtﬁn@tern.

m. Slope of banks; B80°.

9+ The bridge over the Sukhs River located approximately 1,500 meters northwest of
the Sestrimo railroad station has the following characteristies:

a. Type of bridge: Metal, girder iype, singla span 70 meters long.

b. Girders: The bridge has to semiparabolis girders (one per side), sdein Uneters
high in:the middle,

¢. Abutmenta: Stone masonry.
d. Length: Apmroaximately Th meters.
6. Width: 8 meters,
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f. Height above river bed: 25 meters.

g. Footpaths: 2 side paths each 1.5 meters long, paved in wood.
h. Side walls: Metal, with railings,

i. Capacity: 3,200 kilograms per gquare meter.

Jj. Supports: On rollers.

k. Current: Swift (in the spring).

l. Highwater marks L-5 meters (in the spring).

m. Low water mark: Almost no water.

n. Slope of banks: 80°,

10. The bridge over an unidemtified stream located approximately 2,200 meters north-

west of the Sestrimo railroad station has the following characteristics:
a. Type of bridge: Metal, girder type, three spans of 20 meters sach.
b. Abutments and piles; Stone masonry.

c. Length: T70-72 meters.

d. Width: 8 meters.

e. Height above river bed: 1lL~15 meters.

f. Footpaths: 2 gide paths each 1.5 meters wide, paved in wood.

g+ Side walls: Metal, with raliings.

h, Cepacity: 2,500 kilograms per aquare meter.

i. Supports: Equalizing bed type.

Je Current: Rather swift.

k. High water marks 2-2.5 meters.

1. Low water marks 10 centimeters.

m. Slope of bankss 80°,

11. The bridge over the E1i Dere River located a roximately 3,500 meters east of

the SaranTovo railroad station (¥ L2-11, B 2li=08) has the following character-

isticss

a. Type of bridge: Metal, girder type, eight spans of 12 meters each.
b. Abutments and piles: Stone masonry.

c. length: 120 meters.
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12. The bridge over the Vicha River located approximately 5,500 meters east of the
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Width: 8 meters.

Height above river bed: & meters.

Footpaths: 2 side paths each 1.5 meters wide, paved in weod.
Side walls; Metal, with railings.

Capacity: 2,500 kilograms per square meter.

Supports: Equalizing bed type.

Current: Swift.

High water mark: 2.5 meters.
Low water mark: 30-LO centimeters.

Slope of bankss 30=35°,

Krichim rajilroad junction (N 42-03, E 2L~ 28} has the following characteristics:

a.

b.

Co
d.
Q.
£.
g
h.
i.
h D
k.
1.

Mo

Type of bridge: Metal, girder type, four spans of 15 meters each.
Girders: Four sections of girders (four per side), rectilinear trestle type,
not covered on the top., Theycare not connected, are set at intervals of
20 meters; and are six metera high.

Abutments and piles: Stone masonry.

Length: Approximately 65 meters.

Width: 8 meters.

Height above river bed: 8 meters.

Footpaths: 2 side paths each 1.5 meters wide, paved in wood.

Capacity: 3,200 kilograms per square meter.

Supports: Equalizing bed type.

Current: -Ra.t.her swift,

High water mark: 3 meters.

Low water mark: 50 centimeters.

Slope of banks: 50°.

13, The bridge over the Chaya River located 600 meters west of the Katunitsa railroad
station (N 42-05, B 24-52) has the following characteristiocas

ae.

b.

Type of bridge: Metal, girder type, three spans of 15 meters each.

Abutments and piles: Stone masonry.
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Length: 60 meters.

Width: 8 meters.

Height above river bed: 6 meters. ‘
Footpaths: 2 side paths each 1.5 meters wide » paved in wood.
Side walls: Metal, with railings.

Gapacity: 2,500 kilograms per aquare meter.

Supports: Equalising bed type.

Current: Slow. A

High water mark: 2«2;6 meters.

Low water mark: 60 centimeters.

Slope of banks: 50°,

bridge over the Stari Izvor River located approximately 800 meters east of
Sadovo railroad station (N L2-07, E 24-57) has the following characteristics:

Type of bridge: Metal, girder type, three spans of 12 meters each,
Abutments and piles; Stone masonry.

Length: L5 meters.

Width: 8 meters.

Height above river bed: 8 meters.

Footpatha: 2 side paths each 1.5 meters wide, paved in wood.

8ide walls: Matal, with railings.

Capgoity: 2,500 kilograms per square meter.

Supports; Equalizing bed type.

Current: Slow.

High water mark: 2 meters.

Low water mark: 50 centimeters.

Slope of banks: 50°.

bridge over the Matska River located appraximately 1,500 meters east of

Borisovgrad (N L42-06, E 25-1L, now Pirvi May) has the following characteristios:

- 99

b.

Approved

Type of bridge: Métal, girder type, two spans of 20 meters each.

Abutments and piles: Stone masonry.

SECRET/CONTROL - U.S, OFFICIALS ONLY

Lt

For Release 2007/08/10 : CIA-RDP80-00810A004600190003-1

25X1




-

Approved For Release 2007/08/10 : CIA-‘RDP80-00810A004600190003-1

e
d.
a.
£
ge
" he
1.
e
k.
1.

me.

SECRET/CONTROL - U.S, OFFICIAIS ONLY
‘ "

Length: 48 meters.

Width: 8 meters.

Height sbove river bed: 6 meters.

Footpaths: 2 side paths each 1.5 meters wide, paved in wood.
S;'gderva.}.;!.as Metal, uith railings,

Capacity: 2,506 kilograms per squars metér.

Supportss Equalizing bed type.

Current: Swift.

High water mark: Not known,

Low water mark: U0-50 centimaters.

Siope of. bankax' 3c=}i0°.

16. The bridge over an wnknown stream located approximately 800 meters east of the
Skobelevo railroad station (N 42-06, E 25-21) has the following characteristicsi

K-
b.
c.
d.
8.
L.
g
h,
i.
3.
k.
1.

Type of bridge: Metal, girder type, single span 20 meters long.
Abutments: Stone masonry.

Length: 22 meters.

Width: 8 meters. .

Height above river bed: 5-6 meters. |

Footpatha: 2 side paths each 1.5 meters wide, paved in wood.
8ide walls: Metal, with railings.

Capacity: 2,500 kilograms per sqﬁare motar.

Supports: Equalising bed typs.

Current: Slow.

High water mark: ¥ot known.

Low water mark: LO centimeters.

Slope of banks: 40°.
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